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ALTERNATIVE 1 - NO BUILD
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No Build: The analysis completed as if mno improvements
were made to the Karcher Road/Middleton Road
iNtersection.,
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A No Build analysis is required To deftermine it a project
is necessary. A No Build alternative is not considered
Tfeasible for tThis project because:
e [T NO mprovements are made, traffic will continue T0
be congested.
Higher than expected crash rates will continue.
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Altfernative 2 would:

e Widen both Karcher Road and Middleton Road to seven
total lanes consisting of Two Through lanes in each
direction, dual left-turn lanes and a right-turn lane.

e Provide more traffic capacity at Tthe intersection and
a longer operational life Than the other alternatives.
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ITD and the City of Nampa do not recommend this

diternaftive because:

e Alfernative 2 improvements would exceed the available
funding limit for This project by approximately $700,000.

e No additional funding is currently available o construct ==k & e e e e E L LRI T : B [clmi— T - = A e =~
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Alfernative 3 woulds

e Widen Karcher Road to six lanes consisting of two
through lanes in each direction, a left-turn lane and a
right-turn lane.
Widen Middleton Road to four lanes consisting of one
Through lane in each direction, a left-turn lane and a
right-turn lane.
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ITD and the City of Nampa do not recommend This

alternative because:

e Construction ends at the Elijanh Drain. The
short+ for an addiftional westbound |ane.
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Alfernative 4 would:s

e Widen Karcher Road to six lanes consisting of two
through lanes in each direction, a left-turn lane and a
right-turn lane.
Construct an additional westbound Tthrough lane on
Karcher Road that extends beyond Gtlijah Drain.
Widen Middleton Road to fTour lanes consisting ot one
tThrough lane in each direction, a left-tfurn lane and @
right-turn |lane.

ITD and the City of Nampa recommend This
altfernative because:

e [he additional westbound lane on Karcher Road | = e s S e e e DR S L s i Y |
encourages use of both westbound lanes. = . @ e R STt T
The estimated cost of this alternative is approximately | — | | 2/ s A B S e = .
$50,000 below the amount of available funding.

T meets the purpose and need of the project.




